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LANDSCAPE CODE TABLE
BRIDGEWATER PUD NORTHSIDE AREA 7
20' BUFFER YARD (PROVIDED)
REQUIRED BUFFERYARD
10 EVERGREEN PER 100 L.F.
PROPOSED BUFFERYARD
216 L.F. = 22 EVERGREENS

EXTERNAL STREET
4' BERM (PROVIDED)
EAST LINE REQUIRED
8 EVERGREEN & 2 SHADE PER 100 L.F.
EAST LINE PROPOSED
183 L.F. = 11 EVERGREEN, 4 SHADE & 4 ORNAMENTAL

WESTFIELD
REQUIRED ON SITE PLANTINGS
10 SHADE & 10 ORNAMENTAL PER ACRE
25 SHRUBS PER ACRE
PROPOSED ON SITE PLANTINGS
0.895 ACRES = 37 EVERGREEN, 13 SHADE AND 117 SHRUBS

REQUIRED PERIMETER PARKING
1 TREE PER 30 L.F. & 1 SHRUB PER 3 L.F.
PROPOSED PERIMETER PARKING
189 L.F. = 8 TREES & 63 SHRUBS

REQUIRED PARKING ISLAND LANDSCAPING
7.5% OF PAVED PARKING
15,958 S.F x 7.5% = 1,197 S.F.
1 TREE AND 4 SHRUBS PER ISLAND
PROPOSED PARKING ISLAND LANDSCAPING
7 ISLANDS PROVIDED = 1,533 S.F.
7 TREES AND 28 SHRUBS

FOUNDATION PLANTINGS REQUIRED
1 SHRUB, 1 ORNAMENTAL TREES PER 12'
PROPOSED
6 ORNAMENTAL TREES & 6 SHRUBS
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